Carbon Steel Swage Fittings - CNG Type

FEMMINA JIC SVASATURA CONICA 74°
JIC FEMALE WITH 74° CONICAL BORE

Tipo di connessione Filetto femmina UN/UNF
Connection Type Female UN/UNF Thread
Tipo di tenuta Svasatura conica 74°
Sealing Type 74° Conical Bore
Normativa o
Standard SAE J514 t
Materiale Acciaio AVP
Material Carbon Steel
Finitura superficiale Zincatura trivalente
Surface Finishing Zinc Plating

Part Number Hose Size Thread

Dimensioni
Dimensions (mm)
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RGPFD716J14CH 1/4" 6,4 7116"-20 19,2 35 14,29 (9/16") 14,29 (9/16")
RGPFD916J14CH 1/4" 6,4 04 9/16"-18 22,3 3,5 19 14,29 (9/16")
RGPFDI16J516C 5/16" 8,0 05 9/16"-18 22,3 5 19 15
RGPFD916J516CH 5/16" 8,0 05 9/16"-18 22,3 ® 19 14,29 (9/16")
RGPFD916J38CH 3/8" 95 06 9/16"-18 22,8 6,5 19 17,46 (11/16")
RGPFD34J38C 3/8" 9,5 06 3/4"-16 234 6,5 24 19
RGPFD34J12L 12" 12,7 08 3/4"-16 25,7 9 24 22
RGPFD1P116J12L 1/2" 12,7 08 1"1/16-12 30,7 9 32 27
RGPFD1P116J34L 3/4" 19,0 12 1"1/16-12 30,7 14 32 27
RGPFD1516J1L 1" 254 16 1"5/16-12 34,2 19 4 32

FEMMINA ORFS 0-RING FACE SEAL
ORFS FEMALE 0-RING FACE SEAL

Tipo di connessione Filetto femmina UN/UNF
Connection Type Female UN/UNF Thread E1 E

Tipo di tenuta Tenuta frontale con 0-Ring

Sealing Type 0-Ring Face Seal T
Normativa o =
Standard SAE J1453 (I — 77 |
Materiale Acciaio AVP
Material Carbon Steel C

Finitura superficiale Zincatura trivalente
Surface Finishing Zinc Plating

Part Number Hose Size Thread

Dimensioni
Dimensions (mm)
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RGPFD916014CH 1/4" 6,4 9/16"-18 30,5 35 17,46 (11/16") 14,29 (9/16")
RGPFD1116014CH 1/4" 6,4 04 11/16"-16 31,5 3,5 22 17,46 (11/16")
RGPFD11160516CH 5/16" 8,0 05 11/16"-16 315 5 22 17,46 (11/16")
RGPFD1116038CH 3/8" Ji5 06 11/16"-16 32 6,5 22 17,46 (11/16")
RGPFD1316038C 3/8" 95 06 13/16"-16 34 6,5 24 19
RGPFD1316012L 1/2" 12,7 08 13/16"-16 8018 9 24 19
RGPFD1012L 12" 12,7 08 1"-14 418 9 30 24
RGPFD1P316034L 3/4" 19,0 12 1"3/16-12 46,3 14 36 30
RGPFD171601L 1" 254 16 1"7/16-12 50 19 4 36
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