Carbon Steel Swage Fittings - Hydraulic Type

FEMMINA 90° ORFS 0-RING FACE SEAL
90° ORFS FEMALE 0-RING FACE SEAL

Tipo di connessione Filetto femmina UN/UNF c
Connection Type Female UN/UNF Thread

Tipo di tenuta Tenuta Frontale con 0-Ring = CTTTT I
Sealing Type 0-Ring Face Seal ! [ \
Normativa
Standard SAE J1453 fa)
Materiale Acciaio AVP %\
Material Carbon Stee! -j\
Finitura superficiale Zincatura trivalente E

Surface Finishing Zinc Plating T

Codi Diametro tubo Filetto Dimensioni
Lilles Hose Size Thread Dimensions (mm)
e IR

_ nch . mm sz T | C . E | D |
RPFO0916ORFS14 174 64 04 9/16™18 2 4 17 2
RPFOOTI160RFSS16  5/16" 80 05 11/16-16 29 55 2 29
RPFO011160RFS35 35" 95 06 11/1616 33 7 2 28
RPFO013160RFS35 38" 95 06 13/16"-16 33 7 2 )
RPFO013160RFS12 112 12,7 08 13/16"-16 P 95 2 37
RPFO01ORFS12 112" 127 08 114 39 95 30 1
RPFO010RFS5 55" 16,0 10 114 4 1 30 39
RPFOOTPS16ORFS34 3" 190 12 173/16-12 57 15 3 49
RPFO017160RFS " 254 16 1" 716-12 72 20 # 58
RPFOOTI1160RFSIT4  1"1/4 318 20 1" 11/16-12 83 2 50 74

FEMMINA 45° ORFS 0-RING FACE SEAL
45° ORFS FEMALE 0-RING FACE SEAL

Tipo di connessione Filetto femmina UN/UNF
Connection Type Female UN/UNF Thread

Tipo di tenuta Tenuta frontale con 0-Ring

Sealing Type 0-Ring Face Seal "—m
By

£
Normativa e

St SAE J1453 % a
Materiale Acciaio AVP

Material Carbon Steel A

Finitura superficiale Zincatura trivalente
Surface Finishing Zinc Plating

Codi Diametro tubo Filetto Dimensioni
odice Hose Size Thread Dimensions (mm)
Part Number

I I O e T - A
34 4 17 14

i

RPF459160RFS14 1/4" 6,4 04 9/16"-18

RPF4511160RFS516 5/16" 8,0 05 11/16"-16 36 55 22 14
RPF4511160RFS38 3/8" 9,5 06 11/16"-16 46 7 22 16
RPF4513160RFS38 3/8" 95 06 13/16"-16 42 7 24 18
RPF4513160RFS12 1/2" 12,7 08 13/16"-16 47 95 24 20
RPF4510RFS12 1/2" 12,7 08 1"-14 43 9 30 23
RPF4510RFS58 5/8" 16,0 10 1"-14 57 12 30 22
RPF451P3160RFS34 3/4" 19,0 12 1"3/16-12 65 15 36 23
RPF4517160RFS1 1" 25,4 16 1"7/16-12 7 20 4 27
RPF45111160RFS114 1"1/4 31,8 20 1"11/16-12 107 26 50 44

49



